
eames™ papers 
EAMES™ Papers can be found in The Design Collection which features iconic Neenah 
brands.

Features Benefits

Based on the work and working philosophies 
of Charles and Ray Eames.

Recognized and respected designers, architects and 
artists, their principlesm influenced the EAMES Papers 
providing both inspiration and accessibility in textures 
and colors.

Two unique finishes:
Canvas and Vellum

The Canvas finish reminiscent of a painters canvas 
adds distinctive texture to your design. The soft Vellum 
finish is ideal for everything from the every day to the 
extraordinary.

Green Seal™ Certified EAMES Papers are made with a minimum of 30% post 
consumer fiber and meet federal procurement 
guidelines.

Manufactured acid free with archival 
properties.

Permanence

Matching envelopes starting at simply 1 box. An impressive range of 33 styles in text weight colors 
complete any communication package.
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eames™ papers 
Paper Specifications - EAMES™ Painting Papers
Finish Basis

lbs.
Basis
g/m2

Opacity Caliper Smoothness

Canvas 80T 118 94 7.4 N/A
80C 216 99 12.3 N/A
120DTC 324 99 17 N/A

Vellum 80T 118 96 6.5 310
100T 148 97 8.2 310
80C 216 98 12 330
100C 270 99 15 330
120DTC 324 99 17 330

☐ Opacity specifications are for whites and near whites.

☐ Caliper values are approximate as grades run to basis weight and finish.

☐ Smoothness is in Sheffield units.

Special Make Minimums
Standard Minimums

COLOR BASIS WEIGHT
(Standard Colors)

SIZE

15,000 lbs. 10,000 lbs. 5,000 lbs.

* Special colors are subject to inquiry and mill acceptance.

* Laminated sheets using standard basis weights and colors require 10,000 lbs total 
minimum with a $30.00 per cwt upcharge.
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eames™ painting papers
Basis/
Caliper

Size Item # M wt Product
Type

Shts/
Pack

Shts/
Ctn

Ctns/
Pallet

Eames Solar White (97 Brightness)       

30% Minimum Post-Consumer Recycled Fibers
Canvas

80T / 7.4pt 25x38 40402N 160 Sheet 500 24
80C / 12.3pt 26x40 40404 320 Sheet 300 20
120DTC / 17pt 26x40 40405 480 Sheet 200 16

Eames Solar White (97 Brightness)       

30% Minimum Post-Consumer Recycled Fibers
Vellum

80T / 6.5pt 25x38 40502 160 Sheet 500 24
100T / 8.2pt 25x38 40503 200 Sheet 500 24
80C / 12pt 26x40 40505 320 Sheet 300 20
100C / 15pt 26x40 40506 400 Sheet 200 24
120DTC / 17pt 26x40 40507 480 Sheet 200 16
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eames™ painting envelopes
Basis Product Type Item #

Env/
Box

Env/
Ctn

Eames Solar White (97 Brightness)       

30% Minimum Post-Consumer Recycled Fibers
Canvas

80T #10 Commercial 8159000 500 2,500
80T #10 Square 7476400 500 2,500
80T #10 peel and seal 7508000 500 2,500
80T #10 Poly Window 7541200 500 2,500
80T #10 Commercial Canadian Window 8004789 500 2,500
80T #10 Policy 7577400 500 2,500
80T #9 Commercial 7447900 500 2,500
80T #6 3/4 7387300 400 2,000
80T DL International 8004784 150 600
80T Monarch 7418100 400 2,000
80T A1 7104400 250 2,500
80T A2 9377800 250 1,000
80T A6 2671100 250 1,000
80T A7 2684200 250 1,000
80T A8 8972300 250 1,000
80T A9 7288000 250 1,000
80T A10 0297700 250 1,000
80T 4 Baronial 8004785 250 2,500
80T 5 1/2 Baronial 8004786 250 2,500
80T 6 Baronial 8004787 250 2,500
80T Lee 8004788 250 2,500
80T 5 x 5 8004791 250 1,000
80T 5 1/2 x 5 1/2 8004790 250 1,000
80T 6 x 6 8004793 250 1,000
80T 6 1/2 x 6 1/2 8004792 250 1,000
80T 7 x 7 8004795 250 1,000
80T 7 1/2 x 7 1/2 8004794 250 1,000
80T 8 x 8 8004797 250 1,000
80T 8 1/2 x 8 1/2 8004796 250 1,000
80T 9 x 12 Booklet 7397700 500 500
80T 9 x 12 Catalog 7353400 500 500
80T 10 x 13 Booklet 7673600 500 500
80T 10 x 13 Catalog 7733800 500 500

Eames Solar White (97 Brightness)       

30% Minimum Post-Consumer Recycled Fibers
Vellum

80T #10 Commercial 8733000 500 2,500
80T #10 Square 7476800 500 2,500
80T #10 peel and seal 7508400 500 2,500
80T #10 Poly Window 7541800 500 2,500
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eames™ painting envelopes
Basis Product Type Item #

Env/
Box

Env/
Ctn

Eames Solar White (97 Brightness)       

30% Minimum Post-Consumer Recycled Fibers
Vellum

80T #10 Commercial Canadian Window 8004817 500 2,500
80T #10 Policy 7577800 500 2,500
80T #9 Commercial 7448400 500 2,500
80T #6 3/4 7387700 400 2,000
80T DL International 8004812 150 600
80T Monarch 7418600 400 2,000
80T A1 7104800 250 2,500
80T A2 7457000 250 1,000
80T A6 9449100 250 1,000
80T A7 0535700 250 1,000
80T A8 1096100 250 1,000
80T A9 7288400 250 1,000
80T A10 0052200 250 1,000
80T 4 Baronial 8004813 250 2,500
80T 5 1/2 Baronial 8004814 250 2,500
80T 6 Baronial 8004815 250 2,500
80T Lee 8004816 250 2,500
80T 5 x 5 8004819 250 1,000
80T 5 1/2 x 5 1/2 8004818 250 1,000
80T 6 x 6 8004821 250 1,000
80T 6 1/2 x 6 1/2 8004820 250 1,000
80T 7 x 7 8004823 250 1,000
80T 7 1/2 x 7 1/2 8004822 250 1,000
80T 8 x 8 8004825 250 1,000
80T 8 1/2 x 8 1/2 8004824 250 1,000
80T 9 x 12 Booklet 2124700 500 500
80T 9 x 12 Catalog 7354000 500 500
80T 10 x 13 Booklet 7674300 500 500
80T 10 x 13 Catalog 7734500 500 500
100T #10 Commercial 8004826 400 2,000
100T #10 Square 8004827 400 2,000
100T #10 peel and seal 8004828 400 2,000
100T #10 Poly Window 8004829 400 2,000
100T #10 Commercial Canadian Window 8004850 400 2,000
100T #10 Policy 8004830 400 2,000
100T #9 Commercial 8004832 400 2,000
100T #6 3/4 8004831 300 1,500
100T DL International 8004833 125 500
100T Monarch 8004834 300 1,500
100T A1 8004835 200 2,000
100T A2 8004836 200 800
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eames™ painting envelopes
Basis Product Type Item #

Env/
Box

Env/
Ctn

Eames Solar White (97 Brightness)       

30% Minimum Post-Consumer Recycled Fibers
Vellum

100T A6 8004837 200 800
100T A7 8004838 200 800
100T A8 8004839 200 800
100T A9 8004840 200 800
100T A10 8004841 200 800
100T 5 x 5 8004852 200 800
100T 5 1/2 x 5 1/2 8004851 200 800
100T 6 x 6 8004854 200 800
100T 6 1/2 x 6 1/2 8004853 200 800
100T 7 x 7 8004856 200 800
100T 7 1/2 x 7 1/2 8004855 200 800
100T 8 x 8 8004858 200 800
100T 8 1/2 x 8 1/2 8004857 200 800
100T 9 x 12 Booklet 8004846 400 400
100T 9 x 12 Catalog 8004847 400 400
100T 10 x 13 Booklet 8004848 400 400
100T 10 x 13 Catalog 8004849 400 400


